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SPECIFICATION SHEET

Flow Rates up to 150 gpm**

Pressures up to 60 psi**
(Maximum Working Pressure 150 psi)

Standardized Components: Assures fast &
efficient service. With parts stocked at the
factory and local service facilities, maintenance
IS easy.

Standardized Design: Dramatically simplifies
station service.

Run Testing: Each ResCom is run tested under
actual voltage, flow and pressure prior to ship-
ping to ensure the pump system will meet
performance requirements once on site.

FlowNet™ Factory Certified Service: Industry’s
largest service network.

Engineered for life
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Other Standard ResCom Features

* High Efficiency Goulds Pump

* NEMA Standard Open Drip-Proof Motors
* 316 Stainless Steel Platform

* Standard 230 Volt Input Power

Rescom Vfd Features

* Two Button Pressure Adjustment
* Nema 3R Controller

* Heat Sink and Fan Cooling

* Built-In Safeties

* Compact Bladder Tank

Rescom Pressure Start Features

* Pressure Start/Stop

* Adjustable Pressure Range & Differential
* Integral Motor Contactor & Overload Relay
Off/Auto Switch

* Compact Bladder Tank

Relay Start Features

* Input Relay from Irrigation Controller
* Relay enclosure w/ Motor Contactor and Overload
e Easy Set Point Pressure Control

* For complete details reference current Flowtronex system specifications

1-800-786-7480 www.flowtronex.com sales@flowtronex.com



MODEL NUMBERS

RC 2sT 5 A V

ResCom Control Method
V=VFD, P=Pressure, R=Relay
Pump Model (Goulds)
Horsepower Impeller Trim
VFD Pressure Start Relay Start
RC2ST2CV RC2ST2CP RC2ST2 CR
RC3ST2CV RC3ST2CP RC3ST2CR
RC2ST3 AV RC2ST3 AP RC2ST3 AR
RC3ST3 AV RC3ST3 AP RC3ST3 AR
RC2ST5GV RC2ST5GP RC2ST5GR
RC3ST5GV RC3ST5GP RC3ST5GR
STANDARD DIMENSIONS
—y
22147
24.00”

22.00
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